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OPERATOR'S MANUAL

Model SPY50L-2S Push Spreader

Spyker Spreaders

Contact us at 800.972.6130
www.spyker.com

A IMPORTANT
This manual contains information for the safety of persons and property.
Read it carefully before assembly and operation of the equipment!
















Part Explosions

DO NOT RETURN PRODUCT IF YOU ARE MISSING PARTS. PLEASE CALL: 1 (800) 972-6130

FRAME & HANDLE
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Part Explosions

DO NOT RETURN PRODUCT IF YOU ARE MISSING PARTS. PLEASE CALL: 1 (800) 972-6130

HOPPER
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Part Explosions

DO NOT RETURN PRODUCT IF YOU ARE MISSING PARTS. PLEASE CALL: 1 (800) 972-6130

DEFLECTOR

| No. ‘ Part # ‘ Qty ‘ Description | | No ‘ Part # ‘ Qty ‘ Description
1005198 6 Nut, NylonLock, SS: 1/4"-20 84 1018708 4 | Stiffener Plate
1001255 2 Bolt, HexHd, SS: 1/4"-20 x 1" 86 1018738 2 Spring
80 1019349 1 | Deflector 87 1018740 2 | External Tooth Lockwasher
81 1018993 4 | Spacer, Plastic 88 1004975 2 Nut, 1/4-20 Hex Flange
82 1019231-LH 1 Mounting Bracket, LH 89 1007386 2 Bolt, Carriage, SS: 1/4"-20 x 3/4”
83 1019231-RH 1 Mounting Bracket, RH 90 1019001 2 Bolt, HexHd: 1/4"-20 x 1-3/4"
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Assembly

5a. The existing

5b. Remove hex

5c.

FLIP

SPREADER
hardware

(illustrated here)

may need to be loosened
for the next two steps.

o

®

REMOVE

head bolt (55),
washers (54), &
lock nut (53).

NOTE: Set aside,
these will be
reinstalled in step 6.

Align the two holes of the Lower Handle (52) with the
two holes of the outer, rear edges of the Frame (59).
Place one of the Lock Washers with teeth (76) between
the square hole of the Handle (52) and the curved slot
on the Frame (59).

Starting from the inside of the Frame, run a Carriage
Bolt (56) through the curved slot of the Frame (59). The
Carriage Bolt will also pass through the square hole of
the Lower Handle (52). The end will be facing out.

Loosely secure with a washer (54) and a Nylon Lock
Nut (53). Use a 1/2" Socket & Wrench. Repeat on the
other side.

Fig. 5

&) Do NoT tighten (yet).
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6.

Add one washer (54) to a hex head bolt (55).
Starting from the outside edge, run the bolt through
the circular holes of the Lower Handle (52), Frame
(59) & Bracket (82 or 83), then loosely secure with
another washer (54) & a Nylon Lock Nut (53).

Use a 1/2” Socket & Wrench.

Repeat on the other side.

€D Do NoT tighten (vet).

Add the Handle Weldment (41) by lining it up on the
Lower Handle tubing from step 6.

Secure the Handle in place by running four Hex
Head Bolts (46) through the two handle ends from
the outside. Tighten with four Nylon Lock Nuts (3)
from the inside of the Lower handle (52).

Tighten with a 7/16” socket & wrench.

Q@










14. Checking the Rate Gate

Ensure the rate gate closes completely when
the gate control lever is pulled back and locked
into place.

After adding the
Control Lever to the
Linkage Rod (51),
rotate the lever forward
into the ON position
and push the bolt (45)
through.

15. Rate Gate Adjustment

If the gate IS closed, skip to step 16.
If it is NOT closed, follow these steps:

a) Ensure the hopper is empty.

b) Turn the Spyker dial to #9. Remove the spring
tension on the gate control lever by moving the
lever to the Open position.

c) Add the Nylon Flange Bushing (6) to the bolt
(45). *Be sure to have the extended notch of the
Flange facing the Lever.

Push the small extended notch of the Nylon
Flange Bushing (6) into the center hole of the

assembled Control Lever. OPEN (Dial Setting at 9) OPEN (View From Above)
Add the Control Lever Spring (49) to the rest of
the exposed bolt. Loosely keep parts in place

. ¢) Loosen the two bolts (44) that attach the Control
with a Nylon Washer (2) & a Nylon Lock Nut (3). Lever Stop (73).

d) Slide the Control Lever Stop (73) forwards very

o Do NOT tighten (yet). slightly, then retighten bolts (44).
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Operation Instructions

A WARNING: AVOID INJURY!

Chemicals can be dangerous. Avoid injury to operators or bystanders

ADDING MATERIAL TO
THE HOPPER

* Make sure the rate gate is in the closed position.

* Read chemical
container label for handling instructions.
A Material Safety Data Sheet (MSDS) should be
supplied by the chemical dealer and provides
proper safety information.

» Wear proper clothing and safety equipment while
handling or applying chemicals.

» Prohibit all smoking, drinking, and eating around
chemicals.

» When spreading products containing herbicides,
exercise extreme caution with respect to careless
spreading and to wind-drift. Contact Of Some
Products On Some Plants Can Be Fatal.

 Fill the spreader on a flat, level surface only. Fill
on sidewalk, driveway, cardboard, etc. to avoid
material loss.

» When filling hopper with material, always use
screen to help break up clumps.

NOW YOU ARE READY
TO SPREAD

» Keep spinner blade clean.

Excess material build-up can cause an uneven
spread pattern.

» Keep the spinner blade level when spreading.

» DO NOT overload.

Maximum capacity of this model is 50 Ibs.

* DO NOT use on windy days.

* Spread header strips at the ends of the area
OPPOSITE of the direction of spreading. This will
provide a “turn-around” area, an area to re-align the
spreader for the return spread.

* TAKE A SIGHTING AT THE FAR END. Keep your
eye on the sighting as you spread. You will not need
to wonder where you are or where you have been.
Continue until spreading is completed.

Tip: When not spreading (and if pushing the spreader

some distance) tip the spreader so only the idle

wheel is on the ground.

TIPS:

* Become familiar with the spreader before you put
material in the hopper.

 Practice walking with the spreader, opening and closing
the rate gate at the appropriate times.

» Travel at a constant speed and operate the spreader
lever position. Remember: Open the rate gate after the
spreader is in motion at operating speed (about 3 mph,
or at a brisk walking pace).

* Close the rate gate while spreader is still at operational
speed.

* The spread width ranges from 4 - 12 ft. wide depending
on the density of the material and the operators walking
speed.

* The spread thins or feathers at the outer edges,
eliminating sharp, “Edge Of Spread” lines which cause
stripes and streaks. Extra coverage can be given under
trees and other heavy feeding areas without showing
“Edge Of Spread” lines.

©2021 Spyker Spreaders/A Brinly-Hardy Co.

Some products can be fatal to some plants

Always remove material from hopper before attaching
spreader on a vehicle-mounted spreader caddy.

If a dial setting is not found, use the size and weight
comparison table found in this manual. Determine a
dial setting on the low side. If the setting proves to be
too low, cover the area more than one time. A higher
setting can be used when a proven dial setting is
established.

NOTE: Published dial settings are approximate
only. The operation of the spreader, the condition
of the material (damp or dry or over-pulverized) and
weather conditions, are all contributing factors. For
these reasons, it is often a good idea to spread the
area 2 times - or one-half rate - in cross directions
(SEE INFORMATION ON ONE-HALF RATE DIAL
SETTINGS ON PAGES 20-21). One-half rate dial
settings are highly recommended under damp
and humid conditions.

1019225-D



Operation Instructions & Troubleshooting

AFTER USE / CLEANING THE SPREADER:

CLEAN AND OIL SPREADER IMMEDIATELY AFTER EACH USE

METHOD #1 METHOD #2

thorough.

moving parts. Make
certain all operations are

NOTE: Good“DryCleaning” (Method#1)ispreferable
to poor “Wet Cleaning” (Method #2).

Wipe Wash, rinse,

spreader and dry the spreader. « Itis virtually impossible to have rust and corrosion on a
. . clean, dry, oiled surface.

wict)r:our?hlﬁ/ Note: Drying takes time. o y . . ) )

clothaOicI) 3’” Moisture trapped in bearing + Again - just before using - oil all bearings & moving parts.

beari.ngs and areas is slow to go. * In storage, ideally the spreader should be hung by the

bearing Immediately after drying hande. In ‘."mﬁf[ case, do nptdpllfetyvelght or;.tr;e fﬁ)rr]ea}fer, as

areas. - oil all bearings and excess weight over a period of time can distort the tires.

Oil Bearings and All Moving Parts

Make sure the spreader is running freely!

TROUBLESHOOTING / FREQUENTLY ASKED QUESTIONS

Problem

Diagnosis Solution

Rate gate is binding and will not
open/close properly.

Thoroughly wash out hopper and shut
off plates with water. Ensure debris is
not stuck between shut off plate and
rate gate plate.

- Very slightly loosen bolt 1017551 (9)
allowing linkage 1017340 (7) to poat.

- Very slightly loosen screw 1001255 (8)
allowing linkage 1017340 (7) to poat.

- Slide bracket 1017776 (76) to the left
or right.

Rate gate is jammed
with debris.

Lever control is slow to open or
there is a grinding noise.

Lever Control (53) is rubbing against
the Control Lever Stop (73).

Loosen spring (49) by loosening locknut
(3). See yg 13C.

Lever control is making a
grinding noise.

Linkage (51) is rubbing against the
Guide Plate (47).

Loosen guide plate (47) and
adjust up/down.
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Dial Settings

NOTE: DIAL SETTINGS ARE APPROXIMATE ONLY!

The settings shown in the charts below are for reference only.

Rate Dial

The RATE DIAL has 9 numbers with 10 stops between each number. This allows for accurate control of the spreading
rate. The dial is set with only a turn, it will automatically lock into the set position. LINE UP THE DIAL NUMBER WITH
THE DIAL INDICATOR.

A WARNING: When spreading products containing herbicides, exercise extreme caution with respect to
careless spreading and to wind-drift.

Use the rotary agitator only if needed. Free-powing, lump-free materials will not require the agitator. The rotary agitator
is easily installed or removed. Note the clockwise rotation and sweep. Place felt washer around spinner shaft before

inserting agitator.

Lbs DIAL DIAL

PARTICLE y SETTINGS SETTINGS

e SIZE FEr 1?t°° Full Rate H, Half Rate
sq. It. Once Over Twice Over
3.6 3.1

Fine
Pellets 4.0 35
4.2 3.7
Mixed 2 3.7 3.2
Fine 4 4.7 4.1
Pellets 6 592 45
2 3 2.2
Small

Pellets 4 4.2 3.7

6 4.5 4

Medium 3.5 3
Nitrogen 4.2 3.7

Pellets 47 4

Medium 2 3.5 3
Pellets and 4 4.2 3.8
Granuals 6 592 45
Large 2 3.8 3.3
Heavy 4 4.9 4.1
Pellets 6 59 4.9

©2021 Spyker Spreaders/A Brinly-Hardy Co.
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RATE GATE
DIAL SETTINGS

LESCO SPYKER

SETTINGS | SETTINGS
23 5.5
22 5.2
21 4.9
20 4.6
19 4.3
18 4.0
17 3.7
16 3.5
15 3.2
14 2.9
13 25
12 2.2
11 1.9
10 1.6
9 11
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WARRANTY

1 YEAR LIMITED WARRANTY

This is warranted to the original purchaser only. Spyker will replace parts with defects in
materials and workmanship, for a period of one year from the date of purchase.

For Spyker Spreaders—a Brinly-Hardy Company, products employing metal gear systems,
pinion and bevel, these metal gears, only, not inclusive of any other parts or materials, are
warranted for the life of the spreader, not to be used for replacement or repair past original
purchase.

Spyker Spreaders will not be liable for any loss, damage or expense including, but not
limited to, consequential or incidental damages, arising from the operation, condition or
use of the item. The sole and exclusive remedy against Spyker Spreaders being the
replacement of the defective parts. This warranty gives you specific legal rights, and you
may also have other rights which vary from state to state.

This express warranty, which is applicable only to the original purchase, is in lieu
of and excludes all other warranties, whether expressed or implied by operation of
law or otherwise, including any warranty of merchantability or fitness for particular
purpose.

SPYKER SPREADERS
Jeffersonville, IN 47130 USA
Phone: 800.972.6130
www.spyker.com
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